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PROCEDURE NO. GN-HM-2371 10 October 1966

FIELD TEST PROCEDURE
FCOR
PREFLIGHT AND POSTFLIGHT
or
PILOTS' PROTECTIVE ASSEMBLY

GN-S901lJ

On file USAF release
instructions apply.
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PROCEDURE NO, GN-HM-2371 10 October 1966

INTRODUCTION

The purpose of this Field Test Procedure is to provide adequate

instructions to technicians engaged in the field testing of the

Pilots' Protective Assembly, GN-S901J.
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PRCCEDURE NO. GN-HM-2371 10 Octcber 1966

1.0 EQUIPMENT LIST

1.1 Test Kit DN-70700-8

Face Barrier Test Plate GN-ACS475A

fiaN

Seal Screws GN-P-202

Pressure Taps GN-PC=3040
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PROCEDURE NO, GN-HM-2371 10 October 1966
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2.0 Field Test Procedure (Pilots' Protective Assembly
GN-8901J)

The following tests are performed utilizing Test Kit
DN 70700-5, This test kit has an operating pressure
of 70 + 10 psig and incorporates a 200 cc/min. max.
orifice bleed to control the loading valve. Insure
pressure differential gauge reads zero in/H_ O before
using tester. <

Before starting test, perform the following steps:

2.1.1 Remove seal screws from pressure tap holes
‘located on helmet, P/N GN-P2024.

2.1.2 Install pressure taps, P/N GN-pC-3040.

2.1.3 Install face barrier test plate (GN-ACS4754)
in helmet.

2.1.4 Attach helmet to suit and lock disconnect,

2.1.5 Close visor.

Vacant Suit Test

2.2.1 Attach pressure sensing hoses (helimet and
suit) to their respective pressure taps.

2.2.2 Attach helmet O, hoses to dual 0, supply.

2.2.3 Check operation of helmet 0, on/off valve
by opening and closing visor. Lock visor
after closing.

2.2.4 Attach make-up leakage input hose,P/N

Inspect condition of all hoses and disconnects and
slide fasteners,

2.2.5 Move 2-position 3-way valve (hereafter
referred to as selector valve) to "LEAK
TEST" position.

2.2.6 Note differential pressure gauge reading,

2.2.7 Note leak rate reading on Llowmeter.
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PROCEDURE NO. GN-HM-2371 10 Octobexr 1966
2.2.8 Record readings on test sheet,
2.2.9 Turn selector valve to normal.

2.3 System #1

o

CAUTION: Momentary decrease of 0O, source pressure to
below 120 psi will result in the opening of
the anti-surrfocation valve. Thereiore it
may be advisable to inflate the suit using
normali vent source and then transfer to the
kit make-up leakage input.

2.3.1 Simultanecuslv turn the controller mounted
pressure control valve and the test kit
mounted pressure control valve until the
suit pressure gauge reads 156 + 2 mm/Hg,
The pressure control gauge should be set
not more than 2 mm beslow the suit pressure

gauge.
2.3.2 Turn selector valve to "LEAX TEST" position.
2.3.3 Allow the suit pressure to stabilize for a
min. of 5 minutes,.
2.3.4 Note the indicated leak rate on flowmeter
and return valve to "NORMAL" position.
2.3.5 Slowly deflate suit by turning adjustable
inflation valive counter-clockwise,
2.3.6 Record readings on test sheet.
System_#2
2.4.1 Depress manual press-to-test button.
- 2.4.2 2d just make-up regulator pressure approxi-

mately 2 mm below that of the suit by
turning the make-up leakage pressure control
valve clock-wise.

2.4.3 ° Turn selector valve to "LEAK TEST" position.

4
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PROCEDURE NO. GN~HM-2371 10 October 1566

2.4.4 Allow the suit pressure to stabilize for
— - p .
a minimum o 5 minutes.

2e4.5 Note the indicated lezak rate on flowmneter
and return valve to "NORMALY positiocn.

2.4.0 Daflate suit by releasing manual press-to-
test button.

2.4.7 Record readings on test sheet.
2.4.8 Termin“te make~-up flow by turning make-up
leakage pressure control valve counter-
clockw1se
2.4.9 Disconnect make-up leakage input hose.

2.4.10 Disconnect helmet hoses from test kit.

4011 Disconnect pressure sensing hosas (helmet
and suit).

l

%3]

2.4.12 Disconnect the helmet from the suilt.
2.4.13 Remove face bharrier tesb plate.

. g e ey ot MR any, 3:veombis U R AR e AN T B Tt 3 .
Suited Sub ject Test - Note -~ Cross Leak Only

CAUTION: The purpose of this test is to flnd a cross'
leak that may have occurred after preflight/
post f£light inspection. The most common
causes of excessive leakage under these
conditions are pressure closing slide faste-
ner not fully closed, underwear in wrist
disconnect, face barrier not ad justed properly,
damaged hardware, etc. Should the initial
leakage &s used on the tester excaed the
specification the test should be repeated.

The subiject should be reminded that siicht
movements and/or breathing will have ma jor
effects on tester readings. Total leakage
should not exceed that expected for a vacant
suit, however due to the recognized difficulty
in taking an occupied suited subject test a
reading of 5000 cc or less is acceptable.
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NOTE ¢

Before starting tests listed below, perform the
following steps:

2.5.1 Remove seal screws from pressure ctap holes
locatec on nelimet.

2.5, 2 Install pressure tapd.
Subject has already donned the Pilots' Protective
Assembly and ventilation and communications have

already been established.

Unpressurized Leak Rate (Both Systems)

2.6.1 ttach pressure sencsing hoses (helmet and
suit) to their respective pressure taps.

2.6.2 Perform anti-suffocetion valve test by in-
structing subject to close visor (DO NOT
LOCK) and take several deep breaths.

2.6.3 ttach helmet hoses to dual 0, supply hose
assembly and acapter, N

2.6.4 Check operation of helmet 0. on/off valve
by opening and closing visof. Lock visor
fter closing.

Ql

Inspect condition of a@ll hoses, disconnects arnd slide
fasteners.

2.6.5 Remove ready room vent source.

2.6.,6 Instruct subject to hold his breath.

2.6.7 Move selector valve to "LEAK TEST" position.
2.6.8 Note differential pressure cauge reading,
2.6.9 Note leak rate reading on flowmeter.

2.6.10 Instruct subject to resume breathing.

2.6.11 - Record readings on test sheet.

Attach make-up leakage input hose before testing
System #1 and #2.
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NOTE :

NOTE ¢

System #1 and Svstem #Z

2.7.1 Simultaneously turn the adjustabie inflatlion

valve and the make-up leakazge vpressure con-
trol valve until the sult pressure gauge
reads 110 + 10 mm/Hg. The pressure control
gauga should be sev about 2 mm baelow this
reading.

The suit pressure gauge will fluctuate sliightly as the
subject breaths. Note the low point of tnis fluctuation
and turn the meke-up leakage pressure control valve
slowly counter-clockwise until the pressure control
gauge reads just below the low point of the sult pres-
sure gauge about 2 mm.

2.7.2 . Instruct subject to hold his breath.

2.7.3 Turn selector valve to "LEAK TEST" position.
2.7.4 While allowing the suilt pressure to stabilize

{5-20 seconds) observe suit pressure and

differential pressure readings.

2,7.5 As the pressure stabilizes note the indicated
leak rate on flowmeter and return valve to
“NORMAL" position.

2.7.6 Instruct subject to resume breathing.
2.7.7 Record readings on test sheet.

2.7.8 Depress manual press-to-test button,
2.7.9 Slowly turning adjustable inflation valve

counter-clockwise to full closed position.

Suit pressure should not deilate past the System #1
(press-to-test) pressure setcting,

2.7.10 Deflate suit by releasing manual press-to-test
button.
2.7.11 Terminate make-up flow Dby turning make-up

leakage pressure control valve counter-
clockwise.,

2.7.12 Disconnect make-up leakage input hose.

-
Approved For Release 2003/03/10 : CIA-RDP75B00285R000300170001-0



Approved FogRelease 2003/03/10 : CIA-RDP75B002§3R000300170001-0

PROCEDURE NO., GN-HM-2371 10 October 1966
2.7.13 Connect nortable ventilation source.
2.7.14 Disconnect pressure sencs.ng hoses (helmet

and suit).

2.7.15 Remove pressure taps.

Z2.7.16 Reinstall seal screws.

2.7.17 Disconrect helmet hoses from test kit and
connect to portable 0, supply.

2

CAUTION: Only one hose at a time is disconnected from the
ready room O, supply and connected to the portable
0, supply in order to maintain "free breathing’
capability.

The maximum "leak rate indicated" on test data sheet for
unpressurized leak includes 200 cc ver min., for test kit
orifice bleed. The maximum "leak rate indicated" on test
data sheet for pressurized leak includes both the Z00 cc
for the test kit and 1400/1100 cc per min., for the con-
trollerc,

-~
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DATE 19 LOCATION
ASEEMBLY # GeLMET F
CREW MEMBER A/C =t
oow H DOFL‘ : ‘TOTAL A
ANTI-SUFFOCATION 0 ON - OFF
POST
PRE-FLIGHT FLIGHT | TOLERANCE
VACANT OCCUPIED VACANT VACANT { occur IED
UNPRESSURIZED i %
t
Dual System é ;
§ . J
Differential in. HO : ¢ 0.8-1.4 i
ILeak Rate Ind. i cc/ M ;1000 Max. l
SRESSUR IZED
_ i |
System #2 Adjustable ; g
Prassure ‘ wm/hg : ; 156 + 2 l
. 2 : .
Differential | in/H°0 L | 0.8-1.4 E _
§ ' ; I _
Leak Rate Ind. ’g cc/m : i 3600 cc { 5000
;‘ i :
*. |
system #1 Primary i * !
. ; §
Pressure mm/hg ! j 210 + 10 |
" { 2 ; F :
Differential s; in/H™0O ¢ 0.8-1.4 g .
Leak Rate Ind. i cc/m 1 3300cc Max! 5000
T i P T
TECENICIAN
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DAVID CLARK COMPANY INCORPORATED
WORCESTER, MASSACHUSETTS

TRAINING SCHEDULE

COURSE TITLE Familiarization and Maintenance - S1010 PPA (Project 461)

BEGINNING DATE

18 September 1967

COMPLETION  DATE 0 ¢\ bor 1967

DATE 8 Sepfember 1967

Construction, Visor & Sunshade,
Feeding port, Suspension System
(Liner) Face Barrier & exhalation
valve, disconnect and neckpiece

Approved For Release 2003/03/10

* Use R & D Model Shop

to show work in progress

STATINTL

CIA-RDP75B00285R000300170001-0

] DATE TIME SUBJECT  MATTER PLACE INSTRUCTOR REMARKS
18 Sept. 0800-1200 Tour R & D Area where suit is in v/ 4th floor STATINTL i
process of development
1300-1630 Overview of System and general Classroom 1 Per Tech Prop.
description JAR 856-1739
19 Sept. 0800-1200 Donning, Doffing, Usage .~ " Use 901 H & J films
1300-1630 O System / "
20 Sept. 0800~-1200 Communications System: " *
Microphones, receivers, cords,
) disconnects and penetration.
1300-1630 Helmet:




TIME

SUBJECT MATTER

PLACE

INSTRUCTOR

REMARKS

22 Sept.

25 Sept.

, 26 Sept.

27 Sept.

0800-1500

1500-1630

0800-1630

0800-1200

1300-1630

0800-0930

0930-1630

0800-1630

Approved For Release 2003/03/10 : CIA-RDP75B00285R0,

Torso Assembly
Comfort Liner
Gas container & Vent system
Restraint Layer
Exterior cover
Hardware
Holddown
Parachute Harness
Flotation Assembly

Gloves and glove bladders
Boots

Hardware
disassembly, clean and
reassembly helmet &
glove disconnects

Inspections
Pre flight, post flight & periodic

Link-Net
Simple repairs, knots & ties

Adjustments of standard sewing
machines

Power stitching
Repairs of rips & tears in
coverlayer

Cement bonding

Patches for pin hole leaks in gas
container. Flock boot installatio]

Approved For Release 2003/03/1

Classroom 1

R&D
Test room &
classroom

Classroom 1

Open

Open

3rd floor
Production

p0300170001-0

D : CIA-RDP75800285R0r0300170001-0

STATINTL

Tie in QC & Reliability

* Instructor to be provided
by Production Dept.




PLACE | rnsoiacTtRTL
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DATE TIME SUBJECT MATTER REMARKS
E Approved For Release 2003/03/1p : CIA-RDP75BOOZS5R0&)300170001-0
28 Sept 0800-1200 Replacement of face barriers in Production Area
helmet & helmet dept.
1300-1630 Continue helmet: Production Area
Replace components & helmet dept.
(visor, sunshade, take-up cord)
29 Sept. 0800-1630 Open - To be used for requested
material
)
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LESSON OUTLINE

WHEN: 18 September 1967 1300 - 1630 hours
WHERE: Classroom #1  4th Floor (R & D)
SUBJECT: S-1010 Pilot Protective Assembly

Overview of system and general description

- §=1010 (Prototype)

"J" Suit and Helmet (compare)

Harness (Somple) — M .QW’Z’\ M%

- Kk Uce N MA-2 HC’J“M

Aol - A‘Aﬁ&\%@mc{%& W

Helmet

Hardware

Technical Proposal

Helmet Linder Assembly and A2282 Helmet
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LESSON OUTLINE

WHEN: 19 September 1967 0800-1200 hours
W HERE: Classroom #1
SUBJECT: : S-1010 PPA

Donning, Doffing, Usage

3

Films: S901 H& J

Function
. . Seat .,(_Sfabllized/umfabllized)
Major Improvements/change

Pre-post flight, periodic, annual tests and inspections (Use "J" data and R & D Test room)
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LESSON OUTLINE

WHEN: 19 September 1967 1300-1630 hours
WHERE: Classroom ¥1
SUBJECT: S1010 PPA
O System
Prints O2 Entry @ Helmet disconnect

02 Hardware

Operational and static function and hook-up

System routing, pressure, breathing cycle, Demand-flows.
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LESSON OUTLINE

WHEN: 19 September 1967 1300-1630 hours
WHERE: Classroom #1
SUBJECT: S1010 PPA
O System
Prints O2 Entry @ Helmet disconnect

02 Hardware

Operational and static function and hook-up

System routing, pressure, breathing cycle, Demand-flows.
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